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Wiring diagram Separate mounting 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

PE conductor must be connected to the housing as shown! 
 

 
1) Plug element with contact pins, cable connection crimped. The pressing-out tool 2SX7501-0CD02 is needed to release the contacts pins. 

2) Plug element with contact sockets, cable connection screwed. 

3) Earlier version of the motor cable had 3 black wires (instead of brown, black and gray). 

Issue 08.17 © SIPOS Aktorik GmbH Y070.448/EN
Subject to changes without notice! Im Erlet 2 • D-90518 Altdorf 
 www.sipos.de 

W
1

V1U
1

Sine filter

(only with 
separate
mounting
> 10 m)

br
ow

n
bl

a
ck

gr
a

y

gr
e

en
-y

e
llo

w

Housing

W
1

V
1

U
1

Housing

Motor

Motor cable

m
ax

. 
2 

m

3)

1
1

w
h

ite

2
2

br
ow

n

3 4
3 4

g
re

en

ye
llo

w

65
65

gr
a

y

p
in

k

7
7

b
lu

e

8
8

re
d

9 
   

   
   

10 11 12 13 149 
   

   
   

bl
a

ck

gr
ay

-p
in

k
re

d
-b

lu
e

br
o

w
n

g
re

en
-

w
hi

te
-g

re
e

n

vi
o

le
t

10 11 12 13 14

1615
1615

w
hi

te
-y

el
lo

w
ye

llo
w

-b
ro

w
n

Control cable

(type and 
 version dependent)

1)

2)

Potentio-
meter

Standstill
detection

Position encoder

Hand manual

Torque

Hand manual

    CL     OP

bl
a

ck

M
3~
M
3~
M
3~

g
re

en

p
in

k

Motor
temperature

b
lu

e

b
lu

e

bl
ac

k

bl
ac

k

br
ow

n

re
d

or
an

ge

w
h

ite
br

ow
n

b
lu

e

bl
a

ck

gr
a

y

b
lu

e

w
hi

te
br

o
w

n

b
lu

e

g
ra

y

pi
n

k

br
ow

n

br
ow

n
br

ow
n

br
ow

n

Motor
temperature

w
h

ite
w

h
ite

w
hi

te
br

o
w

n

ye
llo

w

M
3~
M
3~
M
3~

g
ra

y
b

lu
e

Motor

ye
llo

w
re

d

b
la

ck

Potentio-
meter

Motor
temperature

w
hi

te
w

hi
te

S1 S2


